FOOTPATH TO CONSIST OF 25mm
THICK ASPHALT, 7mm NOM SIZE

TYPE L CLASS 170 ON 75mm THICK MATCH WIDTH OF EXISTING
CONCRETE ON 50ma OF 20mm FOOTPATH (minWIDTH L4m)
NOM SIZE CLASS 2 £CR BEDDING
UNLESS OTHERWISE SPECIFIED. ™
TIMBER EDGING TO FORM CONSTRUCT LAYBACK AND
ASPHALT PATHS. (125mm X 25rmm GRADES AS PER CITY OF
TREATED PINE) MOMNASH STD CB
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LAYBACK BLUESTONE ACROSS PRAM
CROSSING AS PER VEHICLE CROSSING
ELEVATION. PLITCHERS ACROSS

LAYBACK TO BE SAWCUT FLAT

| 750

225

LINE OF INVERT

TRIM BLUESTONE PITCHER
TO ALLOW TRANSITION FOR
LAYBACK

SECTION B-B
PRAM CROSSING LAYBACK ELEVATION

ClITY OF MONASH

STANDARD BLUE STONE PRAM  [rawm . SHEET:
CROSSING DETAIL woo Febzon | SCALENTS BO2
DWGE NAME: 21500
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