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GEOTECHNICAL SITE INVESTIGATION
1221-1249 CENTRE ROAD & 22 TALBOT AVENUE

OAKLEIGH SOUTH, VICTORIA
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LEGEND
EXISTING FILL PLATFORM TO BE USED AS
SLIMES DRYING AREA. FILL PLATFORM TO
THEN BE REMOVED AND REUSED AS
ENGINEERED FILL, AS APPROPRIATE.
SLIMES TO REMOVED
SLIMES AND SEDIMENT DRYING AREA
WATER AND SEDIMENT TO BE REMOVED
EXTENT OF BACKFILLING

Site entry/exit point

Existing stockpiles in Domains 2a,
2b, 3a, 3b & 6 to be used as backfill

in Domain 4 quarry void

Water and sediments
to be removed
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NOTE:
Based on ENAUABTF00751AA_R03_D02 FIGURE 4 REV E
SOURCE: 
Contours from Taylors Detail Survey Plan 1808/S Rev C, May 2019.
Imagery from Nearmap (capture date: 06-09-2020).

Future stockpiles in Domain 1 to
be used as backfill in Domain 4
quarry void subject to approval

B 18.10.22MINOR AMENDMENTS GDY IP

15.12.22KJJOD MINOR AMENDMENTS
19.10.22IPOSC MINOR AMENDMENTS

 Concrete crusher no closer than 50 metres 
 to site boundary, located within the existing 
 pit to reduce visual and noise impact.

 40m from eastern 
site boundary

 1m high earth bund around 
slimes treatment area


